Software working with SMS Mode/GSM modem:

In this way, it no need to active your SIM Card’s GPRS and a fix IP address, because the device transmit data to the software by SMS. It will take sms fee in this model.

Tools preparation:

1. Computer has internet.

2. GSM modem which using Simcom modules.

Step:

1. Install the Simcom GSM Module on the computer.

2. Open the software,create a device No. according to your SIM Card.No.

1> Put in admin as user name and password as well in the dialogue box shown below. Usually, the user ID is :admin, and the password is: 888888        
[image: image1.jpg]z

Device




[image: image10.jpg]e e ude oo wea|
st i cotiro e o clne o st | o




2>.  Click Login to enter the map interface. 
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 Type in the Device Name, and SIM Card No. The SIM Card No. [image: image2.jpg]SIn « [13a123486T8



only can be input 11 digits,
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If your SIM card No. is Less than 11 digits, you need add number 8 before the your actual SIM card No. For example, if your SIM card Number is 087954659, only 9 digits, you need add two numbers 8 before the SIM Card No. The SIM card input here is 88087954659. 

If your SIM Card No. is more than 11 digits, you need to delete the first digit of your actual SIM card No. For example, your device number is 110877884566, 12 digits, you can delete the first digit. The SIM card No. you put here is 10877884566.

Send SMS by your mobile phone: number + SIM card NO. in the device. < [image: image4.jpg]smex [
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 , you can add other device’s number. After adding, click [image: image6.jpg]
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 to the tracking map. You will see the number you adding on right.
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6> . Click twice of the number[image: image9.jpg]Bl 4RC421,13412345678



, you will get the real-time location.

3. Send SMS to change the device working in the mode of GSM modem:
cat123456  Sim card No. in the GSM modem
For example:  cat123456  13612345678

‘Cat’ is command,’123456’ is password, ‘13612345678’ is SIM card No. in the GSM modem. After setting successfully, it will reply ‘Set cat mode OK’.
If you want to still use GPRS Mode, just send Cat123456 cancel. After setting successfully, it will reply “Cancel cat mode OK”. The device will be back to GPRS mode.
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